
 

 

 

 

 

 

 

 

 

AE-DC4018-D1PRO  
Dashboard Camera 
 

Key Features 

 Up to 1440P high resolution, with horizontal 103°wide angle, diagonal 122°. 

 Supports F 1.55 super aperture. 

 Supports built-in MIC and speaker for audio in and out. 

  Communication: Built-in Wi-Fi module, 2.4G Wi-Fi. 

  Supports TF card storage up to 256G and recording overwrite. 

 Phone App supports live view, record playback and parameter configuration 

 Built-in G-Sensor module,support video recording linkage at car crash or strong 

vibration. Linkage video record can be configured be no-overwritten. 
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Model AE-DC4018-D1PRO 

Camera 

Image sensor CMOS 

Camera resolution 1440P (2560×1440) 

Maximum lens angle 122° (D), 103° (H), 

aperture F1.55 

OSD Display time, date, etc. 

Image format JPEG 

Storage TF card, 16GB to 256 GB 

Communication module 2.4G Wi-Fi 

Sensor G-sensor 

Interfaces 

Power supply interface Mini-USB2.0 

Audio MIC Input、Built-in speaker output 

General 

Working temperature -20 °C to 70 °C (-4 °F to 158 °F) 

Working humidity 0% to 95% 

Power Supply 5V DC, 2 A 

Power consumption Approx.5W(Rear camera) 

Dimension (L x W x H) 

(without bracket)  

76.8mm×35.1mm×31.5mm 

(3.02" x 1.38" x 1.24") 

Weight (Approx) 100g (0.22 lb) 

Specifications 
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Dimensions 


